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Ettes Power Cummins marine generating sets are driven by Cummins engines series of 4B, 6B, 6C, 6L, N855, K19, K38 and K50.
Cummins marine generator sets are hot cakes in market and used in more than 150 counties all over the world. Cummins marine
engines have features of compact structure, full power ranging, low fuel consumptions, low noise, reliable performance and long
life span. All engines are covered by Cummins global united warranty and after sale service. And the available marine
classification certificates are CCS and BV. -
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CUMMINS MARINE DIESEL GENERATORS (40kW-950kW @50Hz, 1500RPM)

Prime Standby
B S Engine Model Alternator oy S

Model Engine Marathon, | Cylinders& | Stroke DSPL. | Overall dimension | Weight

kwW/kVa kwW/kVa Cummins Prime Power | Siemens or Type (mm) t) (L"W?H) (mm) (ke)
(kw) Equal

ECM-50 40/50 44/55 4BTA3.9-GM47 47 MP Series 4.in Line 102/120 3.9 1500%750%1320 1100
ECM-63 50/63 55/69 6BT5.9-GM83 83 MP Series 6.in Line 102/120 5.9 1850%x820x1350 1200
ECM-80 64/80 70/88 6BT5.9-GM83 83 MP Series 6.in Line 102/120 5.9 1850x820%1350 1280
ECM-88 70/88 77/96 6BT5.9-GM83 83 MP Series 6.in Line 102/120 5.9 1850x820x1350 1280
ECM-94 75/94 82/103 6BTA5.9-GM100 100 MP Series 6.in Line 102/120 5.9 1900x850%1400 1350
ECM-100 80/100 88/110 6BTA5.9-GM100 100 MP Series 6.in Line 102/120 5.9 1900x850%1400 1350
ECM-113 90/113 100/125 6BTA5.9-GM100 100 MP Series 6.in Line 102/120 5.9 1900x850x1400 1400
ECM-125 100/125 110/138 6CT8.3-GM115 115 MP Series 6.in Line 114/135 8.3 2100x900x1500 1900
ECM-150 120/150 132/165 6CTA8.3-GM155 155 MP Series 6.in Line 114/135 8.3 2100x900x1500 1900
ECM-165 132/165 145/182 6CTA8.3-GM155 155 MP Series 6.in Line 114/135 8.3 2100x900x1500 1900
ECM-188 150/188 165/206 6LTAA8.9-GM200 200 MP Series 6.in Line 114/145 8.9 2500%1200x1600 2200
ECM-200 160/200 176/220 6LTAA8.9-GM200 200 MP Series 6.in Line 114/145 8.9 2500%1200x1600 2200
ECM-250 200/250 220/275 N855-DM 240 MP Series 6.in Line 140/152 14 2860x1300%x1850 3100
ECM-313 250/313 280/350 N855-DM 284 MP Series 6.in Line 140/152 14 2860%x1300x1850 3180
ECM-350 280/350 308/385 N855-DM 317 MP Series 6.in Line 140/152 14 2860x1300%x1850 3250
ECM-375 300/375 330/413 K19-DM 358 MP Series 6.in Line 159/159 19 3100x950x2080 3750
ECM-400 320/400 352/440 K19-DM 358 MP Series 6.in Line 159/159 19 3150x1000%2150 3850
ECM-438 350/438 385/481 K19-DM 410 MP Series 6.in Line 159/159 19 3150x1000%2150 3850
ECM-450 360/450 400/500 K19-DM 410 MP Series 6.in Line 159/159 19 3150x1000%2150 3850
ECM-500 400/500 440/550 K19-DM 448 MP Series 6.in Line 159/159 19 3150%1000x2150 3950
ECM-750 600/750 660/825 K38-DM 746 MP Series 12. Vee 159/159 38 4100x1650%x2200 6300
ECM-788 630/788 700/875 K38-DM 746 MP Series 12. Vee 159/159 38 4100x1650x2200 6300
ECM-825 660/825 726/908 K38-DM 746 MP Series 12. Vee 159/159 38 4100x1650%x2200 6300
ECM-875 700/875 770/963 K38-DM 880 MP Series 12. Vee 159/159 38 4100x1650%2200 6300
ECM-938 750/938 825/1031 K38-DM 880 MP Series 12. Vee 159/159 38 4200x1700x2350 7000
ECM-1000 800/1000 880/1100 K38-DM 880 MP Series 12. Vee 159/159 38 4200x1700x2350 7000
*ECM-1125A | 900/1125 | 1000/1250 QSK38-DM 984 MP Series 12. Vee 159/159 38 4200x1700x2350 7000
ECM-1125B 900/1125 | 1000/1250 K50-DM 1096 MP Series 16. Vee 159/159 50 5150x1900x2100 9700
ECM-1188 950/1188 | 1045/1306 K50-DM 1096 MP Series 16. Vee 159/159 50 5150x1900%2100 9700

Remarks:

e Above gensets is based on standard ratings of 50Hz, AC415V, 3 Phases & 3 Wires, other voltages is available.
e Above gensets are with CCS Certificate as standard, BV is optional.

e Above engines emissions conditions are based on IMO TIER Il and EIAPP.

e The data herein can vary depending on individual production requirements or due to improved technology.
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CUMMINS MARINE DIESEL GENERATORS (40kW-1100kW @60Hz, 1800RPM)

Prime

Standby

S e Engine Model Alternator o
Model Engine Marathon, | Cylinders& BorexStroke DSPL. | Overall dimension | Weight
kW/kVa kW/kVa Cummins Prime Power | Siemens or Type (mm) ) (L*W*H) (mm) (ke)
(kw) Equal
ECM-50 40/50 44/55 4BTA3.9-GM65 65 MP Series 4.in Line 102/120 3.9 1500%x750x1320 1100
ECM-63 50/63 55/69 4BTA3.9-GM65 65 MP Series 4.in Line 102/120 3.9 1500%x750x1320 1100
ECM-80 64/80 70/88 6BT5.9-GM100 100 MP Series 6.in Line 102/120 5.9 1850%x820x1350 1350
ECM-100 80/100 88/110 6BT5.9-GM100 100 MP Series 6.in Line 102/120 5.9 1850%x820x1350 1350
ECM-113 90/113 100/125 6BTA5.9-GM120 120 MP Series 6.in Line 102/120 5.9 1900x850%1400 1700
ECM-125A 100/125 110/138 6BTA5.9-GM120 120 MP Series 6.in Line 102/120 5.9 1900x850x1400 1700
ECM-125B 100/125 110/138 6CT8.3-GM129 129 MP Series 6.in Line 114/135 8.3 2100x900x1500 1900
ECM-140 112/140 123/154 6CT8.3-GM129 129 MP Series 6.in Line 114/135 8.3 2100x900x1500 1900
ECM-150 120/150 132/165 6CTA8.3-GM175 175 MP Series 6.in Line 114/135 8.3 2100x900x1500 1900
ECM-188 150/188 165/206 6CTA8.3-GM175 175 MP Series 6.in Line 114/135 8.3 2100x900x1500 1900
ECM-200 160/200 176/220 6LTAA8.9-GM215 215 MP Series 6.in Line 114/145 8.9 2500%x1200x1600 2200
ECM-225 180/225 200/250 6LTAA8.9-GM215 215 MP Series 6.in Line 114/145 8.9 2500x1200%1600 2200
ECM-250 200/250 220/275 N855-DM 287 MP Series 6.in Line 140/152 14 2860%x1300x1850 3100
ECM-313 250/313 285/344 N855-DM 287 MP Series 6.in Line 140/152 14 2860x1300%1850 3100
ECM-350 280/350 308/385 N855-DM 313 MP Series 6.in Line 140/152 14 2860%x1300x1850 3180
ECM-375 300/375 330/413 K19-DM 425 MP Series 6.in Line 159/159 19 3100x1400x2080 3750
ECM-400 320/400 352/440 K19-DM 425 MP Series 6.in Line 159/159 19 3100x1400x2080 3750
ECM-450 360/450 400/500 K19-DM 425 MP Series 6.in Line 159/159 19 3100x1400%2080 3750
ECM-500 400/500 440/550 K19-DM 485 MP Series 6.in Line 159/159 19 3150x1450%2150 3950
ECM-550 440/550 484/605 K19-DM 485 MP Series 6.in Line 159/159 19 3150x1450%2150 3950
ECM-563 450/563 500/625 K19-DM 507 MP Series 6.in Line 159/159 19 3150x1450x2150 3950
ECM-750 600/750 660/825 K38-DM 821 MP Series 12. Vee 159/159 38 4100x1650%x2200 6200
ECM-800 640/800 704/880 K38-DM 821 MP Series 12. Vee 159/159 38 4100x1650%x2200 6300
ECM-875 700/875 770/963 K38-DM 821 MP Series 12. Vee 159/159 38 4100x1650x2200 6300
ECM-900 720/900 800/1000 K38-DM 821 MP Series 12. Vee 159/159 38 4100x1650%x2200 6300
ECM-1000 | 800/1000 880/1100 K38-DM 970 MP Series 12. Vee 159/159 38 4100x1650x2200 6600
ECM-1062 850/1062 935/1169 K38-DM 970 MP Series 12. Vee 159/159 38 4100x1650%x2350 6600
ECM-1250 | 1000/1250 | 1100/1375 K50-DM 1290 MP Series 16. Vee 159/159 50 5150x1900x2100 9700
ECM-1375 | 1100/1375 | 1210/1512 K50-DM 1290 MP Series 16. Vee 159/159 50 5150x1900x2100 9700
Remarks:

e Above gensets is based on standard ratings of 60HZ, AC440V, 3 Phases & 3 Wires, other voltages is available.

e Above gensets are with CCS Certificate as standard, BV is optional.

e Above engines emissions conditions are based on IMO TIER Il and EIAPP.

e The data herein can vary depending on individual production requirements or due to improved technology.

ETTES POWER MACHINERY CO LTD
The Key Supplier for Complete Power Generating Systems

Tel: +86-22-23796980

Fax: +86-22-23796811
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Knowing it is Ettes Power

E-mail: info@ettespower.com

Internet: www.ettespower.com
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https://www.youtube.com/channel/UCnePDRhsFgwggW8X_YHG09Q
https://www.facebook.com/ettespowergenerator/?ref=bookmarks
https://plus.google.com/u/0/112904366183400832076
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